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BS2000 Installation Job Conventions

The following is an example of a job generated under BS2000. Some parts of the installation jobs are similar in all
jobs generated:

/1055 LOGON ,TIME=20000
/SKIP .NOP00O  "<J-INIT SMT V111.21> " (01)

JOB NAME : E.I055 NAT234.JOBLIB (02)
JOB E.I055: ASS. BATCH NAT.

/.NOPOOO SYSFILE SYSOUT=L.1055.100

/ STA "=JOB 1055 GENERATED AT 1999/10/21 16:36:30=" (03)
/ REMARK FOR ENVIRONMENT : NAT231
/ PASSWORD X’00000000° (04)

/REMARK SKIP .START "BYPASS RESTART ROUTINE IN JOB + PROCEDURES"
/ SETSW ON=13 "IF OFF=13 CENTR.PROC. IGNORE RESTART ROUT."
DCLIJV SMAJV
SETJV (SMAJV,63) ,C'NAT231’
GETJV (SMAJV)
DCLIV #TMPJV.SMA
SETJV #TMPJV.SMA  ,C'l055
SKIPJV (((SMAJV,5,4)<>#TMPJIV.SMA,1,4)) -
OR ((SMAJV,24,08)=C’ ")) - (05)
LABEL=.NEWSTART "EXISTS A RESTARTPOINT FOR THIS JOB?"
SETJV #TMPJV.SMA  ,(SMAJV,24,8)
SKIPJV (SMAJV,10,7)=C'NORMEND’
LABEL=.NEWSTART "AFTER JOBNORMEND: PERFORM NEWSTART"
CALL NAT234.JOBLIB(P.REPORT) -
,TEXT="UU RESTART OF JOB’,STEP="I055'
SKIP .&#TMPJV.SMA) "PERFORM RESTART OF THIS JOB "
NEWSTART SETJV (SMAJV,01,09) ,C'JOB 1055’
SETJV (SMAJV,10,32) -
,C’'RESTART/ STEP NEWSTART I
SETJV (SMAJV,42,12) $SYSJIV.DATE
SETJV (SMAJV,54,09) ,$SYSJIV.TIME
SETJV (SMAJV,63) ,C'NAT231’
START CALL NAT234.JOBLIB(P.REPORT) - (06)
TEXT= -
,STEP='l055 START’
/.STEP0220 REMARK *** [055/NUT234 ***
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/.ABS2STUU CALL NAT234.JOBLIB(P.ASSEMBLE) - (07)
/ ,SOURCE=ABS2STUU -

/ ,SRCLIB=NAT234.JOBLIB -

/ ALTLIB=$SAG.NAT234.MAC -

/ ,OUTMOD=NAT234.JOBLIB -

/ ,STEP="ABS2STUU’ "<UNI SMT V111.21> "

/.STEP0221 REMARK *** [055/NUT234 ***

| ANATSWP CALL NAT234.JOBLIB(P.ASSEMBLE) -

/ ,SOURCE=ANATSWP -

/ ,SRCLIB=NAT234.JOBLIB -

/ ALTLIB=$SAG.NAT234.MAC -

/ ,OUTMOD=NAT234.JOBLIB -

/ ,STEP="ANATSWP’ "<UNI SMT V111.21> "

/.NORMEND REMARK NORMAL JOB END <J-END SMT V111.21> (08)
/ SKIP .NOJV,0FF=13 "RESTARTROUTINE SWITCHED OFF AT JOBSTART"
/ SETJV (SMAJV,1,09) - (09)

/ ,C'JOB 055

/ SETJV (SMAJV,10,8) -

/ ,C’'NORMEND/’

/ .NOJV CALL NAT234.JOBLIB(P.REPORT) - (10)
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,TEXT="OK NORMEND’,STEP="I055’
REMARK =====JOB 1055 NORMALLY TERMINATED======
SYSFILE SYSLST=(PRIMARY)
SYSFILE SYSOUT=(PRIMARY)
CALL NAT234.JOBLIB(P.REPSTORE) - (11)
,REPORT=L.1055.100
SKIP .LOGOFF

ABEND STEP "****JOB 1055 ABNORMAL TERMINATION*****" (12)

CALL NAT234.JOBLIB(P.REPORT) - (13)
TEXT="** JOB ABEND, SEE FILE L.I055.100 **' -
,STEP="1055 ABEND’
GETJV (SMAJV)

LOGOFF LOGOFF NOSPOOL "=====END OF JOB |055============" (14)

Explanations:

A OWN P

12.
13.
14.

. The first lines of this job were created by JCL skeleton J-INIT; the creation date of this skeleton is shown.

. All installation job names begin with E.<jobname>. SYSOUT messages are written to file L.<jobname>.

. This job was created on 05/25/1991 at the customer’s site.

. There is a IPASSWORD command in each job. You can modify this password using the parameter JOBPASS

(parameter group BASIC). Its default value is x’0000 0000’

. These lines establish the automatic restart routine of the jobs. If, for example, step . ANATPARM terminated

normally but step .NATBS2B ended abnormally, you can enter the job again, and it will skip to .NATBS2B and
continue processing with this step.

. Procedure P.REPORT will write one line to file L.REPORT and note the date and time of the job start.
. The "central" procedure P.ASSEMBLE is called. It will assemble the source ANATPARM in library

$SMAGEN.E1 using the macro library $FRZ.NAT216.MAC. The assembled module will be written to library
$SMAGEN.EL.

The normal end of job step "I055 ANATPARM" will be noted in file L.REPORT.

If you wish to modify the JCL of this part of the job, refer to JCL skeleton UNI in SMA.

. The last part of the installation jobs is created by JCL skeleton J-END.
. The job variable SMAJV, which controls the restart routine, is reset.

10.
11.

P.REPORT notes the normal end of the job in file L.LREPORT.

If a job ended normally its SYSOUT message file will be stored in a library. In this case, P.REPSTORE will
store file L.1055 in library $SMAGEN.LIB.REP.

If any JCL error or/and assembly error occurred in P.ASSEMBLE, the .ABEND step of a job will be performed.
P.REPORT notes the abnormal end of the job in file L.LREPORT.

The jobs end with /LOGOFF NOSPOOL.
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